&® Audi A4 Wiring Diagram No. 90/1 


Radiator fan control 700 W or 800 W (4.2L - Injection Engine) 
= 4.2L 253 kW engine codes BBK, BHF 
From January 2005 


Notes: 

Information for 

@ Relay and fuse arrangements 
@ Connector arrangements 

@ Control Modules and Relays 
@ Ground connections 

= Component Locations! 
Information for 

@ Troubleshooting Procedures 


=> Guided Fault Finding using VAS 5051/5052 
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Radiator fan control 
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Battery 
Motronic Engine Control Module (ECM) Power Supply Relay 

Engine Control Module (ECM) 

Coolant Fan Control (FC) Control Module 2 

Fuse (on fuse/relay panel) 

Coolant Fan Fuse 

Fuse Strip 

Double Connector, on Coolant FC (Fan Control) Control Module 2 
6-Pin Connector, on Coolant FC (Fan Control) Control Module 2 
10-Pin Connector, grey, connector station A-pillar, left 

17-Pin Connector, brown, connector station E-box, plenum chamber 
121-Pin Connector, black 

Coolant Fan 2 

Coolant Fan 3 


Ground connection, in battery box 
Ground connection, on front apron 
Threaded connection -1- (30), on the relay plate 


Plus connection (30), in engine compartment wiring hamess 


Connection 1 (in engine compartment wiring harness) 


Suction Fan, 300 W 
Auxiliary Coolant Fan, 100 W 
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Radiator fan control, Coolant Fan 


J293 Coolant Fan Control (FC)Control Module 
J623_ Engine Control Module (ECM) 
$214 Radiator Afterrun Fuse 
T2p Double Connector, on Coolant FC (Fan Control) Control Module 
T4y 4-Pin Connector, black, engine compartment 
Té6o 6-Pin Connector, on Coolant FC (Fan Control) Control Module 
T10d 10-Pin Connector, grey, connector station A-pillar, left 

ne 117d 17-Pin Connector, red, connector station E-box, plenum chamber 

7121 121-Pin Connector, black 
V7 Coolant Fan 


26 | Ground connection, on front apron 


J623 
yrs. 


Q- Fan1, 400 W 


J293 
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